
STROJPLAST, Semič, d.o.o. , Moverna vas 3 , 8333 Semič , Slovenia  / Tel.: +386 735 680 60 / mail: info@strojplast.si / www.strojplast.si

Shrink film packaging

Automatic packaging 
solutions for wooden briquettes 
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Heavy duty designed. 
We specialise in designing tailored solutions for packaging wooden  bri-
quettes into shrink film. Our solutions are heavy duty designed to support 
24/7 production lines.

Flexible package designs.  
Our solutions offer possibility to make packs of different sizes/shapes - 
different number of briquettes in the pack. 

Rectangular and round briquettes. 
We offer solutions for rectangular as well as round briquettes. Briquettes 
are aesthetically shrink-wrapped.

No dust & no moisture in the pack. 
Briquettes are cleaned of wood particles and dust. Final result is an aes-
thetically shrink-wrapped package – completely closed and ready for out-
door storing.

Easy serviceability. 
Construction of our solutions enables easy serviceability and maintenance. 
We only build in standard components from global suppliers. This helps 
keeping the overall lifetime costs of ownership at low level.

Expert support.
 Along with installation of the equipment we do basic training of the cus-
tomer's personnel. Installed remote-management solution (SiteManager) 
allows us to provide remote programming and monitoring (check machine 
status, diagnostics etc). Comprehensive instruction manual is provided 
containing all relevant information.

MODEL NAME

POWER SUPPLY V - Hz

INSTALLED POWER kW

AIR PRESSURE bar

AIR CONSUMPTION l/pack

INDICATIVE CAPACITY pcs/h

PRODUCT MAX. HEIGHT mm

SEALING BAR LENGTH mm

FILM REEL MAX. SIZE mm

WORKING BOARD HEIGHT mm

MACHINE SIZE (L x W x H) mm

MACHINE WEIGHT kg

BSW-732-IL

3 x 400 - 50

21.5

6

11

900

380

750

900 x Ø300

900

4000 x 1850 x 2250

550



With continuous development of our solutions we are improving the up-times of the packaging lines.
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Reliable conveying of briquettes.
Sensors at several points in the system inform operator 
on the location of potential cause of down-time.

Briquette comparing and 
ejecting system. 
Option of ejecting 
briquettes that are not 
within pre-set length 
value. The system is 
positioned between dosing 
canal and before the 
briquette is pushed onto 
horizontal transporter.

Saw dust cleaning. 
Packaging system is designed to manipulate briquettes on their 
way upwards from press outlets to clean them from sawdust. 
Downward sloping canals are designed to additionally clean 
briquettes from sawdust and larger wooden particles. This 
considerably improves up-time of the packaging system. 

Central PLC control.
Packaging solution is 
connected to the presses. 
In case of malfunction of 
the packaging system, 
presses can also be 
stopped and restarted 
from the central PLC on 
the sleeve wrapping 
machine. 

Sensors at the top of dosing slopes.
In case a briquette gets stuck in down 
sloping canal, causing the buffer to fill up, 
this sensor stops the presses to prevent 
briquettes from falling to the ground.

Backward transport of ejected 
briquettes.
Option of backward transport of ejected 
briquettes. They can be collected in a 
container to facilitate their further 
handling.

Detection of broken briquettes. 
Option of sensor system on the 
upward sloping canal to detect 
diagonally broken briquettes and 
alarm operator. Recommended when 
there is a higher percentage of 
diagonally broken briquettes. 

Sensors of presence inside 
sleeve wrapping machine.
Before sleeve wrapper starts 
forming a pack, the sensors 
check that briquettes entering in 
two rows are present and in 
correct position.

Higher up-times.
System is designed to reduce down times to the largest 
possible extent. To achieve this, it has large buffer zone on 
horizontal conveyor and smaller buffers on downward 
sloping canals. Downward sloping canals are designed to 
function as a safety gate – in case of emergency, briquettes 
exit without damaging the system.   

Automatic leaflet inserting.
We designed and constructed leaflet feeder with 
non-contact gripper to improve its performance 
in dusty environment. Leaflet feeder is equipped 
with sensor to inform operator when the paper 
level is critical. 

Sensors on horizontal conveyor.
One sensor detects if briquettes are 
transported from horizontal conveyor 
into sleeve wrapping machine, and the 
other sensor signals to sleeve 
wrapping machine there are enough 
briquettes in the buffer to make a 
pack. Dozing of briquettes on 
horizontal conveyor automatically 
stops in case of any malfunction. 

NEW!

NEW!

NEW!

NEW!
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AirLess manual sleeve wrappers are a family of heavy duty designed packers. They are a cost efficient 
solution for smaller quantities of briquettes. In their class they offer uncontestably the easiest manual 
feeding of heavy products like wooden briquettes. AirLess means no pneumatic components because 
a pneumatic pusher poses an obstacle when feeding semi-automatic sleeve wrappers.

A wide range of machines enables packaging different collations as well as packs of bigger sizes. Different 
levels of optional equipment facilitate and speed up process of packaging, with capacities of over 1.000 
kg of briquettes per hour:

AirLess Classic – basic version with stainless steel feeding table.

AirLess Plus – roller feeding table that facilitates manual pushing of a pack into shrink tunnel.

AirLess Advance - automatic feeding table synchronised with sealing bar transfers the pack 
automatically into shrink tunnel.

AirLess Sleeve wrappers
Simple solution for a great result 


